Trévads Pumpindustri AB

. RESERVDELSFORTECKNING
.;-"_—:'RA NAE - Rana Godselpump 05.-10-13/MK
— TTFTStw [k [T ISEw [ S 2k |5 Trakior
10 bk 15 hk 25 hk 30 hk driven
Rotor 670.514 670.516 670.518 670.519 670.521
Centrumbultsats dito 670.526 670.526 670.526 670.526 670,526
Bottenbricka 670.522 670.523 670.524 670,524 670.525
Bultsats dito 670.527 670.527 670,527 670.527 670.527
Pumphus 670.513 670.515 670.517 670.517 670.520
“ Nedre lagerhus 670.529 670.529 670.529 670.529 ) 670.529
Bultlagerhus M10x110 | 208.057° | 208.057. | 208.057. . .| 208.057 .. 208.057
~ Lager -+ Klgmhylsa| 670.530 | 670.530 670.530 670.530 670.530
Radjaltéitning 3 gt 209.162 209.162 209.162 209.162 209.162
Built fliins . 208.043 208.043 208.043 208.043 208.043
Mutter dito 208.203 208.203 208.203 208.203 208.203
Flins packning 2 st. 201.837 202 373 202 373 202.366 202.366
Pumpror 2,50 mdjup | 670.501 670.505 670.505 670.505 670.505
Pumprér 3,00 mdjup | 670.502 670.506 670.506 670.506 670,506
Pumprér 3,50 mdjup | 670.503 670.507 670.507 670.507 670.507
Pumprdr 4,00 mdjup | 670.504 670.508 670.508 670.508 670.508
Sjkyddsrﬁr 2,50 m djup | 670.509 670.509 670.509 670.509 670.509
Skyddsrér 3,00 m djup | 670,510 670.510 670.510 670.510 670.510
Skyddsrdr 3,50 m djup | 670.511 670.511 670.511 670.511 670.511
Skyddsror 4,00 m djup | 670.512 670.512 670.512 670.512 670.512
Reglagestangspjill 2,50 | 670.553 670.553 670.553 670.553 670.553
Reglagestdngspjéll 3,00 | 670.554 670.554 670.554 670.554 670.554
Reglagestangspjéll 3,50 | 670.555 670.555 670.555 670.555 670.555
Reglagesténgspijill 4,00 | 670.556 670.556 670.556 670.556 670.556
Spjillucka 670.552 670.552 670.552 670.552 670.552
Spjélihus 670.574 670.574 670.574 670.574 670.574




Trévads Pumpindustri AB

RESERVDELSFORTECKNING
Rana Godselpump
ERA NA = 95-10-13/MK
| 4"75kw |5"11kw 5"18,5kw | S5"22kw 5" Traktor-
10 hk 15 hk 25 hk 30 hk driven
Packning gummirund | 670.536 670.536 670.536 670.536 670.536
Ovre lager 208.401 208.401 208.401 208.401 208.401
Buit dvre lager 208.046 208.046 208.046 208.046 208.046
Kil 209.210 209.210 209.210 209.210 209.210
Komplett koppling
Love Joy 670.537 670.538 --- - -
Komplett koppling _
Love Joy - - 670.540 670.540 670.542
Motorkoppling ¢ 38 B42 @48
Kopplingshalva motor | 670.537B | 670.538B 670.540B 670.540B 670.542B
Kopplingshalva pump g3 670.537A | 670.537A | 670.540A | 670.540A | 670.540A
Kors Love Joy 670.539 670.539 670.543 670.543 670.544
Elmotor 208.721 208.725 208.729 208,731 -=-
Elmotor kompl. med
motorskydd, kabel och
handske 208.722 208.726 --- - -
Vinkelvixel - - --- 208.825
YD-start (motorskydd) | 208.733 208.735 208.734 208.736 ---
YD innanmiite 208.733i 208.7351 --- -~ e
Skydd 6ver koppling 670.545 670.545 670.545 670.545 670.546
Fast omrdrning 670.550 670.550 670.550 670.550 670.550
Reglerbar omrorning 670.551 670.551 670.551 670.551 670.551
Pumpaxel 2,50 m 670.531 670,531 670.531 670.531 670.531
Pumpaxel 3,00 m 670,532 670.532 670.532 670.532 670.532
Pumpaxel 3,50 m 670.533 670.533 670.533 670.533 670.533
Pumpaxel 4,00 m 670.534 670.534 670.534 670.534 670.534
Renoveringssats nedre
lager 670,535 670.535 670.535 670.535 670.535
Pumpsektion 2,50 m 670.101 670.105 670.109 670.113 670.117
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RESERVDELSFORTECKNING
Rana Gédselpump
= R A N A J—: 4 96-05-23/MK
4"75kw [5"11kw 5"18,5kw | 5"22kw 5" Traktor-
10 hk 15 hk 25 hk 30 hk driven
Pumpsektion 3,00 m 670.102 670.106 670.110 670.114 670.118
Pumpsektion 3,50 m 670.103 670,107 670.111 670.115 670.119
Pumpsektion 4,00 m 670.104 670,108 670.112 670.116 670.120
Underdel utlastningsrér | 670.562 670.566 670.566 670.566 670.566
Utlastningsror 670.563 670.567 670.567 670.567 670,567
Utlastningror komplett ‘
svéingbart (toppror) 670.561 670.565 670.565 670.565 670.565
Utlastningsror fast | o
(toppror) 670.560 670.564 670.564 670.564 670,564
Pumpfot bassingkant
(bassiingfiiste) 670.570 670.571 670.571 670.571 670.571
Pumpfot plant valv (lock)
(basséngfiste) 670.572 670,573 670.573 670.573 670.573
Gummis#kring 209.328 209,328 209.328 209.328 209.328
Bauerkoppling kompl.
5" HON-del m slangstos | --- 402,342 402.342 402.342 402.342
5" HAN-del m slangstos | --- 402.338 402,338 402.338 402,338
5" Las 208.992 208.992 208.992 208.992
. 670.580 Markledningsanslutning
670.581 Markledningsbj 90° '
670.582 "HAST" Bottenfyllningsrér med aviufmingsrér for markledning
770 503 Spjillplad for 16st spjdlthus '
670.584 Spjillhus f6r montage pad markledningsanslutning
670.585 Reglagesting kompleit spjill
- 670.586 Reglagesting
670.587 Reglagestingsfiste .
670.588 Markledningsutrustning kompleit exkl. polytenrtr (grenrér)
670.590 Bottenfyllningsror med avluftningsrir for luftledning




